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Acumina® is a modular, anti-climbing fence, ideal for 
residential areas. Aesthetically refined, it's available in 
galvanized or painted finishes (including micaceous 
paint) for a handmade effect. It can be installed with 60x7 
mm flat bar posts or a conified post in the 'Old' version.

RAILING FENCES

ACUMINA®

APPLICATIONS

- Residential areas
- Industrial areas
- Luxury houses

PRODUCT SPECIFICATION

The Acumina® fence consists of standard modular panels with 
vertical tubular profiles tapered at the top, measuring ... mm in 
height and 1992 mm in width, with profiles measuring 20 mm 
in diameter and 1,5 mm in thickness, and spaced 117 mm apart. 
Horizontal U-shaped profiles at the top and bottom of the 
panel, measuring 25x50x25x2 mm, equipped with perforated 
plate for fixing to the posts. Post centre distance: 2000 mm.Accessories P. 88

TECHNICAL SPECIFICATIONS 

Dimensions
- Truncated conical vertical 
tubular profiles with 117 mm 
centre distance and Ø20 mm

- 25x50x25x2 mm horizontal 
U-shaped profiles

Material 
- UNI EN 10025 S235JR 
steel

Coating 

- EN ISO 1461 hot-dip
galvanisation

- Polyester coating 

Colours
- RAL 6005 green, other 
RAL colours available on 
request

Fixing system - p. 94
- TTQST M10x30 stainless 
steel security bolts

Posts
- 60x7 mm flat bar post 

Gates
- Single, double or sliding 
leaf gates

*3 no. U profiles

PANEL POST To be set in concrete On base plate

H L Weight Section Fixing 
points H Weight 

galv. H Weight 
galv.

mm mm kg/ea kg/m² mm no. mm kg/ea mm kg/ea

1100 1992 24,5 11,2 60x7 2 1210 4,4 1011 4,2

1364 1992 28,9 10,6 60x7 2 1494 5,4 1275 5,2

1496 1992 31,0 10,4 60x7 2 1625 5,9 1407 5,7

1628 1992 33,2 10,2 60x7 2 1758 6,4 1539 6,1

1892* 1992 40,8 10,8 60x7 3 2015 7,3 1803 7,1

2156* 1992 45,1 10,5 60x7 3 2336 8,5 2067 8,0

Flat bar post 
60x7 mm

Detail of 
tubular profiles

Tube
Ø20 mm

Base Plate
130x60x7 mm
2 holes Ø12 mm

1992 mm
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- Parks
- Outdoor areas of sports facilities


